· [image: image1.png]Replacement Procedure

Note

Use the following procedure to replace the battary when the previous battary
has become complately dischargad. You must comlste this procadure within
five minutes ater tuming OFF the powsr to the CPU Unit to ensure memory
backup.

1. W racommend replacing the battery with the power OFF to pravent the
CPU Ui’ sensitive internal componarts from being damagsd by static
eloctricity The battery can be replaced without tuming OFF the power sup-
Fly. To do so, always touch a grounded piscs of matal to discharge safic
elactricity from your body bafors starting the proceciura.

2. Afta raplacing tha battery, connect a Programming Devics and clear the.
battery error.

Procedure.

1. Tum OFF the power tothe CPU Unit.
o Iftha GPU Unit has not baen ON, turn it ON for at lsast ive minutas and
thentum it OFF:

Note Ifpowaris not tumad ON for a last ivs minutes befora raplacing the
battery, the capacitorthat backs up memory when the battery is re-
moved will not be fully charged and memory may b lost befors the
new battery s inserted.

2. Open the compartmant on the upper left of ths CPU Uit and carefully
draw cut the battary.

3. Remova the battery connacor:

4. Connectthe new batary, placs it into the compartment, and closs the cov-
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A fenti angol nyelvű leírás rövid, lényegi összefoglalása, amely a telep cseréje során odafigyelést igénylő dolgokra hívja fel a figyelmet:


· Amennyiben lehetőség van rá a telep cserét feszültségmentes állapotban kell elvégezni, ha erre nincs mód akkor biztosítani kell, hogy a cserét végző személy ne legyen villamosan sztatikusan töltött állapotban.

· Amennyiben a CPU feszültségmentes állapotában cseréljük az elemet, a PLC tápfeszültségét minden esetben legalább 5 perc folyamatos üzem állapotban lehet megkezdeni. Ha az 5 percnyi feszültség alá helyezett állapot nem tudjunk biztosítani, akkor előfordulhat, hogy a PLC biztonsági adatvédelmet ellátó kapacitás nem rendelkezik kellő töltöttséggel és a telep cseréje során adatvesztés fordulhat elő a PLC memória területein.


· A PLC CPU teleptartó ajtajának kinyitása után távolítsa el az elemet csatlakozójával együtt és helyezze be az új telepet a helyére.


· A telep cseréje után PLC CPU-n lévő piros színű ERROR hiba LED folyamatosan jelző fénye megszűnik, azaz a telep hiba jelzés megszűnik.

